
With its discreet and inconspicuous design, the CE-RP2 is ideal for 
covert recording. Place the unit anywhere and record up to 8 hours of 
video using 4 AA batteries or connect the unit to a DC12V power supply 
for continuous recording. The CE-RP2 includes a removable 16GB SD 
card, wall mount bracket, IR remote, DC12V power adapter, and video 
cable for viewing on an analog DVR.
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CE-RP2  Single Channel Mini DVR + Camera

 · Built-in 2 Megapixel Camera
 · MPEG4 Video Compression with High/Med/Low Quality Settings
 · 1920 x 1080 Recorded Resolution w/ adjustable frame rates
 · Analog video output
 · Search by Date and Time
 · Motion Detection with Adjustable Sensitivity
 · Pre-Record 0-15 Seconds
 · 16GB SD Card, Wall Mount Bracket, Video Cable, IR Remote, & DC12V 

Power Adapter Included

CE-RP2 FEATURES:

Camera

Image Sensor 2MP CMOS

Resolution 1920 x 1080

Lens 3.7mm / Pin Hole Lens / ƒ2.0

Horizontal Viewing Angle 71°

Minimum Illumination 0.2 Lux

S/N Ratio 46dB

Color - B&W Color

Digital Signal Processor DSP

White Balance Control AWB

Gain Control AGC

DVR

Video Format/Compression NTSC / H.264 File Format

Recording Frame Rate 1 ~ 30 FPS (Selectable, max 25 FPS @ 1080p)

Recording Resolution 1920 x 1080, 1280 x 720, 640 x 480

Recording Quality Basic / Normal / High

Recording Mode Manual / Schedule (Motion Detection / Continuous)

Storage Media SD Card (Included)

Memory Full Selectable Function: Full Stop /  Overwrite

Playback Method Manual / Event List

Search Method Date and Time

Motion Detection Adjustable Sensitivity

GENERAL

Video Output Analog  (3.5mm Jack, Incldues RCA cable and BNC Adapter)

Power Requirement DC12V / 1A

Operating Temperature 41°F ~ 104°F

Dimensions (WxDxH) 3.25” x 1.75” x 4”
82.55mm x 44.45mm x 101.6mm

Weight (without batteries) .2 lbs


