"Truaom

e 720p HD Real-Time Video (1280x720@30fps)
¢ 2.8~12mm HD Vari-Focal Lens

® 72 IRLED

e True Day & Night (ICR)

» Metal Exterior Material

eDC12V

HD-CVI

720P IR BULLET CAMERA WITH
VARI-FOCAL LENS

FEATURES

+HD-CVI - The Next Generation HD Security Image Sensor 1/2. 9 inch pixelplus CMOS (P0o3100)
720p HD Flawless Video Effective Pixels 1312(H) X 740(V)
+2.8~12mm HD Vari-focal Lens Sensor Area 5.51mm X 3.1mm
+1/2.9 inch CMOS : Low Power Consumptions Signal System PAL/NTSC
’Vi(.je.O Balun Co_mp‘?tible ] Horizontal Resolution 720p
* Minimum lllumination - O Lux with IR on ' Minimum llumination OLux (IR LED ON)
+Auto Removable IR-Cut Filter (ICR) : True Day & Night )
. ) > S/N Ratio >50dB (AGC Off)
Deep color and clear video at both day and night time White Bl ot
’DC12V Ite balance uto
Lens 2.8~12mm HD Vari-Focal Lens
Video Output HDCVI Output
Frame Rat 1280x720@25fps, 1280x720@30f,
HD-CVI CAMERAS ONLY WORKS WITH u;a:zeo - 72pcsx @5mm IRprDS (W);velength 2550nm)
HD-CVI COMPATIBLE DVR SYSTEMS
Power Supply DC 12V + 10%
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