
Features

Image

Electrical

Function

Power

Environment

Mechanical

Image Sensor
Effective Pixels
Horizontal Resolution
Frame Speed
Shutter 
Video System
ICR
Sync. System
S/N Ratio
Minimum Illumination
Video Output
White Balance
BLC
Gain Control
OSD
Wide Dynamic Range
Smart IR
DNR
Mirror
Lens Shading
Privacy Mask
Motion Detection
Input Voltage
Operating Temperature
Storage Temperature
Humidity
Chasis Material & Color
Product Dimension
Weight

1/3” CMOS
2010(H)x1092(V)
1000TVL
30fps(60Hz), 25fps(50Hz)
1/25s or 1/30s ~ 1/67500s
NTSC
Yes
Internal
>50dB
0 Lux
1-ch SDI (1.0Vp-P, 75ohm)
ATW, indoor, outdoor, manual, etc.
BLC/HLC, Area, Level, Off setup 
Auto
Yes
Yes
Yes
Yes
rotate, mirror, flip
Yes
Yes
Yes
DC 12V
14°F ~ 122°F (-10℃ ~ 50 ℃)
4°F ~ 144 °F (-20℃ ~ 60 ℃)
RH95% Max. (Non-condensing)
Metallic White/Dark Gray
2.52” (w) x 6.9” (l) x 2.52” (h)
350g

2.1 MP 1/3" CMOS Sensor
4.2mm Fixed Lens
30pcs IR LED up to 50ft
Wide dynamic range(WDR)
Advance 2D &3D noise reduction(DNR)
Auto white balance
Smart IR
Built in multi-language OSD
DC 12V
IP66
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2.1MP Fixed Lens SDI Bullet Camera 
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